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-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR ON NOVEMBER 2011 

MW-1. MONITORING WELLS THAT COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 

- Tl MONITORING WELLS DISPLATED IN BLUE COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 
MW-21S AND MW-210 (NEW) LIE BEYOND THE Tl BOUNDARY, HOWEVER, THEY WILL BE MONITORED UNTIL 
MCLs ARE OBTAINED. IN ADDITION, MW-220 WILL BE MONITORED FOR 1 ,4-DIDXANE. 

MW-230. SITE MONITORING WELL LOCATION 
-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012 

RW-1. IRM PUMPING WELL LOCATION 
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-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR 
ON NOVEMBER 2011. 

- RW-1, MW-68, & MW-108 ARE ACTIVE IRM SYSTEM GROUNDWATER RECOVERY 
WELLS 

- MW-1S(NEW), MW-50. AND MW-140 WERE ABANDONED AND REPLACEMENT WELL 
MW-SD(NEW) WAS INSTALLED, APRIL 2005 AS RECOMMENDED IN THE FINAL LETTER 
REPORT ON THE ADDITIONAL ENVIRONMENTAL INVESTIGATION ACTIVITIES 
CONDUCTED IN JULY 2004 (REPORT} 

-WELLS MW-21 D (NEW) AND MW-150 (NEW) WERE INSTALLED TO REPLACE MW-150 
AND MW-210 IN FEBRUARY 2006. MW-21D AND MW-15DAPPEAR TO HAVE BEEN 
OVERGROUTED DURING THE APRIL 2005 PARTIAL ABANDONMENT EFFORT AND WERE 
NOT IN HYDRAULIC COMMUNICATION WITH THE AQUIFER. MW-15D AND MW-21 D WERE 

Mw-09 S. 

•• MW-09 0 

01 S (OLD) 

LEGEND 

Tl BOUNDARY 

/ 
/ 

MW-17'~~--------
MW-17 ~---------

--~-~·JL 
ww-oe s 

ww-os o 

MW-05 S 

t 
MW-05 D (NEW) 

----- PROPERTY NOT OWNED BY AMETEK 

----- SITE STRATIGRAPHY CROSS-SECTION 

MONITORING WELLS THAT COMPRISE THE Tl BOUNDARY MONITORING WELL NETVVORK. 

SITE MONITORING WELL LOCATION 

IRM PUMPING WELL LOCATION 

G ABANDONED ON FEBRUARY 9, 2006 AND APRIL13, 2006, RESPECTIVELY. 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE PROPOSED Tl 
BOUNDARY MONITORING WELL NETWORK MW-21-$ AND MW-21 D(NEW) LIE 
BEYOND THE Tl BOUNDARY; HOWEVER, THEY WILL BE MONITORED UNTIL 
MCLs ARE OBTAINED. IN ADDITION, MW-22D WILL BE MONITORED FOR 1,4-DIOXANE 

- MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012 
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Sample 10 MW·16S lvoco SampllogOato 312912011 411912012 

SampllngDate 3129/2011 4119/2012 
VOCs 
1,1,1-Trichloroethane 

1,1-Dichloroethene 

1,4-Dio:<ane 
cis-1,2-Dichloroethene 

Tetrachloroe1hene 
Trichloroethane 

0 

""'[ 

I· JL ' 

~\ 
'-..: 

1.0U 
t.ou 

NA 
12 

1.0U 
LOU 

0.069J 
o.su 

NA 
0.13J 

0.093J 
0.23J 

1 ,4-Dio""' 
; I 9. 

2.• 
24 

Sample 10 MW·17S 

Sampling Dale 3129/2011 4/1912012 
voc. 
1,1,1-Trichloroethane 

1,1-Dichloroethene 
1,4-Dioxane 

cis-1,2-Dichloroethene 

Tetrachloroethene 

Trichloroethane 

1.0U 0.75U 
1.0U 0.75U 

NA NA 
1.0U 0.75U 
1.0U 0.75U 
t.OU 0.38J 
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MW-17 S...,. 

S8m~:~:~.:. MWI5S 
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~~ 
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~ 37DI 
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~o.,MW-07Dd.Ai ·~ 
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D 
Mw-w > MW 08 0 

MW-09 D 

.D< 0 MW-02 S 
MW-02 0* MW-09 S. 

MW~:~~ 
MW-01 S {OLD) / 
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STANDARD SHOWN IS THE USEPA TAPW~ER 
RISK-BASED SCREENING LEVEL 

1.1.1-TCA .200 

1.1-DCE 1 

1.4-DIOXANE" 

as-1.2-DCE 70 I 
PCE • .• 

I 
TCE • 

LEGEND 

Tl BOUNDARY 

-GROUNDWATER CONSTITUENTS THAT EXCEEDED USEPA'S MAXIMUM CONTAMINANT LEVELS ARE 
HIGHLIGHTED IN BLUE. 1,4-DIOXANE LEVELS THAT EXCEED THE USEPA'S TAPWATER RISK-BASED 
SCREENING LEVELS OF 6.11JQIL ARE HIGHLIGHTED IN GREEN. 

-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR ON NOVEMBER 2011. 

----- PROPERTY NOT OWNED BY AMETEK 

MONITORING WELLS THAT COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 

-10% OF LABORATORY PROVIDED ANALYTICAL DATA HAS BEEN INDEPENDENTLY VALIDATED IN ACCORDANCE 
WITH PROJECT PROTOCOL. 

SITE MONITORING WELL LOCATION 

IRM PUMPING WELL LOCATION 

DATA QUALIFIERS: 

U =THE COMPOUND WAS ANALYZED FOR, BUT WAS NOT DETECTED AT OR ABOVE THE METHOD DETECTION 
LIMIT. 

D =THE REPORTED VALUE IS TAKEN FROM THE ANALYSIS OF A DILUTED SAMPLE. 

J =THE COMPOUND WAS POSITIVELY IDENTIFIED; THE ASSOCIATED NUMERICAL VALUE IS THE APPROXIMATE 
CONCENTRATION OF THE ANALYTE IN THE SAMPLE. 

B =THE COMPOUND WAS FOUND IN THE BLANK AND SAMPLE 

E =THE RESULT EXCEEDED THE CALIBRATION RANGE. 
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- NA =NOT ANALYZED 

·ALL CONCENTRATIONS ARE IN MICROGRAMSILITER (IJg/L). 

-THE MW-6D (FORMER GROUNDWATER RECOVERY WELL) GROUNDWATER RECOVERY PUMP HAS BEEN 
DISCONNECTED, NO SAMPLE CAN BE COLLECTED. 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 
MW-215 AND MW-21D (NEW) LIE BEYOND THE Tl BOUNDARY, HOWEVER, THEY WILL BE MONITORED UNTIL 
MCLs ARE OBTAINED. IN ADDITION, MW-22D WILL BE MONITORED FOR 1,4-DIOXANE 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN JUNE 2012. 

- PBA 10 WAS DEACTIVATED ON MARCH 23. 2007 AND REACTIVATED ON SEPT 9. 2012 
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Mw-21 0 MW- 1 
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~~17~0 ______ __ 
uw-17 s 

voc. 
1,1,1-Trichloroethane 

1,1-Dichloroelhene 
1,4-Dloxane 

cis-1,2-Dichloroethene 

Tetrachloroethene 

MW-05 S 

MW-05 0 (NEW) 

1.0U O.SU 

1.0U 0,86 

1.7 1.5 
14 8.8 

1,1,1-TCA 

1.1-DCE 
NW-01 S (OlD) 

======Ml!'"r'01 D .. 

PCE MW-23 0 ... 

LEGEND 

Tl BOUNDARY 

-------- PROPERTY NOT OWNED BY AMETEK 

MW-1 ... MONITORING WELLS THAT COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 

MW-230 ... SITE MONITORING WELL LOCATION 

RW-1 ... IRM PUMPING WELL LOCATION 

DATA QUALIFIERS: 

U =THE COMPOUND WAS ANALYZED FOR, BUT WAS NOT DETECTED AT OR ABOVE THE METHOD DETECTION 
LIMIT 

D =THE REPORTED VALUE IS TAKEN FROM THE ANALYSIS OF A DILUTED SAMPLE. 

J:: THE COMPOUND WAS POSITIVELY IDENTIFIED; THE ASSOCIATED NUMERICAL VALUE IS THE APPROXIMATE 
CONCENTRATION OF THE ANALYTE IN THE SAMPLE. 

B =THE COMPOUND WAS FOUND IN THE BLANK AND SAMPLE. 

E "'THE RESULT EXCEEDED THE CALIBRATION RANGE 
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VOCs 
1,1,1-Trichloroethane 1.0U o.su 
1,1-Dichloroethene 1.0U 0.5U 

11.~~~~~"~'~~~~~~0§.~-----cis-1,2-Dichloroethene 1.0 u 0.14 J 

Tetrachloroethane 1.0 U 0.5 U 
Tlichloroethene 1.0U 0.11 J 

-GROUNDWATER CONSTITUENTS THAT EXCEEDED USEPA'S MAXIMUM CONTAMINANT LEVELS ARE 
HIGHLIGHTED IN BLUE 1.4-DIOXANE LEVELS THAT EXCEED THE USEPA'S TAPWATER RISK-BASED 
SCREENING LEVELS OF 6.1~gfl ARE HIGHLIGHTED IN GREEN. 

-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR ON NOVEMBER 2011. 

-10% OF LABORATORY PROVIDED ANALYTICAL DATA HAS BEEN INDEPENDENTLY VALIDATED IN ACCORDANCE 
WITH PROJECT PROTOCOL. 

- NA =NOT ANALYZED 

-ALL CONCENTRATIONS ARE IN MICROGRAMSil...ITER (~gil.). 

-THE MW-6D (FORMER GROUNDWATER RECOVERY WELL) GROUNDWATER RECOVERY PUMP HAS BEEN 
DISCONNECTED. NO SAMPLE CAN BE COLLECTED 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 
MW-21S AND MW-21 D (NEW) LIE BEYOND THE Tl BOUNDARY, HOWEVER, THEY WILL BE MONITORED UNTIL 
MCLs ARE OBTAINED. IN ADDITION, MW-22D WILL BE MONITORED FOR 1.4-DIOXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN JUNE 2012 

- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT9. 2012 
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SampleiD 
Sampling Date 

VOCs 
1,1,1-Trichloroethane 

1,1-Dichloroethene 
1,4-DioJCane 
cis-1,2-Dichloroethene 

Tetrachloroethane 
Trichloroethene 

Sampling Date 312812011 

voes 
1,1,1-Trichloroelhane 

1,1-Dichloroethene 

1,1,1-TCA 

1,1-0CE 

LEGEND 

Tl BOUNDARY 

Mw-22 s..:~ 

MW-22 D ~'\------,~~~-------
Sam~~~:~l-3/3~01~20_1_,1 M!!W!:;'-2!<!

20
!!..41-19-12_01_2-

VOCs 
1,1,1·Tric:hloroethane 

1,1-Dichloroethene 
1,4-Dio)(ane 

cis-1,2-Dichloroethene 

Tetrachloroethene 
Tric:hloroefhene 

Sample 10 MW-110 

NA NA 

NA NA 

3.0 0.33 
NA NA 
NA NA 
NA NA 

Sampling Date 312812011 4/1912012 

/ 
/ 

Sample 10 MW-120 

Sampling Date 3129/2011 4/1912012 

MW-200 VOCs voc. 
312912011 

10U 
10 
3.6 

.110 

15 
63 

4!1912012 

411912012 

20 

170b 

1,1,1-Trlchloroethane 
1,1-Dichloroethene 
1,4-Dioxane 
cis-1,2-0ichloroethene 

1.0U 
1.0U 

NA 
1.9 
2.4 

t.OU 

MW-01 S {OLD) 

=====~""·01 D .... 

o.su 
o.su 

NA 
1.3 
2.4 

0.36J 

MW-16 S-ljl-

1,1,1-Trlchloroethane 

1,1-Dichloroethene 

1,4-Dioxane 

cis-1,2-0ichloroetheno 

Tetrachloroethane 

S.OU 
5.0U 

NA 
47. 

0.075J 
1.2 

Trlchloroethene • ~- .>S:ii'.EI 

Sample ID MW-17D 
Sampling Date 3/29/2011 4119/2012 

Mw-05 S * 
Mw-05 0 {NEW) 

1.0U 0.5U 

2.6 0.56 
NA NA 
4.6 1.2 

1.0U 0.14J 
. ·5.9 0.33J 

3.5 
20U 

'' •"-<";, •• :'10 3.3 

• 24.0 "230 

·GROUNDWATER CONSTITUENTS THAT EXCEEDED USEPA'S MAXIMUM CONTAMINANT LEVELS ARE 
HIGHLIGHTED IN BLUE. 1,4-DIOXANE lEVELS THAT EXCEED THE USEPA'S TAPWATER RISK-BASED 
SCREENING LEVELS OF 6.1JJgfl ARE HIGHLIGHTED IN GREEN. 

·NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR ON NOVEMBER 2011 
----- PROPERTY NOT OWNED BY AMETEK 

MONITORING WEllS THAT COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK 
• 10% OF LABORATORY PROVIDED ANAlYTICAL DATA HAS BEEN INDEPENOENTL Y VALIDATED IN ACCORDANCE 
WITH PROJECT PROTOCOL. 

SITE MONITORING WELL LOCATION 

IRM PUMPING WEll lOCATION 

DATA QUALIFIERS: 

U =THE COMPOUND WAS ANALYZED FOR, BUT WAS NOT DETECTED AT OR ABOVE THE METHOD DETECTION 
liMIT. 

D:: THE REPORTED VALUE IS TAKEN FROM THE ANALYSIS OF A DILUTED SAMPLE. 

J =THE COMPOUND WAS POSITIVELY IDENTIFIED: THE ASSOCIATED NUMERICAL VALUE IS THE APPROXIMATE 
CONCENTRATION OF THE ANAl YTE IN THE SAMPLE. 

8 = THE COMPOUND WAS FOUND IN THE BLANK AND SAMPLE. 

E =THE RESULT EXCEEDED THE CALIBRATION RANGE. 
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- NA = NOT ANAlYZED 

-ALL CONCENTRATIONS ARE IN MICROGRAMSILITER (IJgfl) 

-THE MW-6D (FORMER GROUNDWATER RECOVERY WEll) GROUNDWATER RECOVERY PUMP HAS BEEN 
DISCONNECTED. NO SAMPLE CAN BE COllECTED. 

- Tl MONITORING WEllS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 
MW-215 AND MW-21D (NEW) liE BEYOND THE Tl BOUNDARY, HOWEVER, THEY Will BE MONITORED UNTIL 
MCls ARE OBTAINED. IN ADDITION, MW-220 Will BE MONITORED FOR 1,4-DIOXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN JUNE 2012 

- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT 9, 2012. 
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-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR 
ON NOVEMBER 2011. 

-SOME MODIFICATIONS HAVE BEEN MADE TO THE GROUNDWATER MODELING SYSTEM 
VERSION 5.0 OUTPUT (CONTOURS) BASED ON SITE GEOLOGY AND KNOWLEDGE OF 
SITE CONDITIONS. 

- RW-1, MW-68, & MW-108 ARE ACTIVE IRM SYSTEM GROUNDWATER RECOVERY WELLS. 

- MW-1 S(NEW), MW-50, AND MW-140 WERE ABANDONED AND REPLACEMENT WELL 
MW-5D(NEW} WAS INSTALLED, APRIL 2005 AS RECOMMENDED IN THE FINAL LETTER 
REPORT ON THE ADDITIONAL EJINIRONMENTAL INVESTIGA TIDN ACTIVITIES 
CONDUCTED IN JULY 2004 (REPORT). 

-WELLS MW-21 D (NEW) AND MW-15D (NEW) WERE INSTALLED TO REPLACE MW-15D 
AND MW-210 IN FEBRUARY 2006. MW-210 AND MW-15D APPEAR TO HAVE BEEN OVER 
GROUTED DURING THE APRIL 2005 PARTIAL ABANDONMENT EFFORT AND WERE NOT IN 
HYDRAULIC COMMUNICATION WITH THE AQUIFER MW-15D AND MW-210 WERE 
ABANDONED ON FEBRUARY 9, 2006 AND APRIL 13, 2006, RESPECTIVELY. 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY 
MONITORING WELL NETWORK. MW-21S AND MW-210 (NEW) LIE BEYOND THE Tl 
BOUNDARY, HOWEVER, THEY WILL BE MONITORED UNTIL MCLs ARE OBTAINED. IN 
ADDITION, MW-22D WILL BE MONITORED FOR 1 ,4-DIOXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012. 
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MONITORING WELLS THAT COMPRISE THE Tl BOUNDARY MONITORING WELL NETWORK. 

SITE MONITORING WELL LOCATION 

IRM PUMPING WELL LOCATION 
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- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT 9, 2012. SCALE IN FEET 
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-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR 
ON NOVEMBER 2011. 

-SOME MODIFICATIONS HAVE BEEN MADE TO THE GROUNDWATER MODELING SYSTEM 
VERSION 5.0 OUTPUT (CONTOURS) BASED ON SITE GEOLOGY AND KNOWLEDGE OF 
SITE CONDITIONS. 

- RW-1, MW-65, & MW-108 ARE ACTIVE IRM SYSTEM GROUNDWATER RECOVERY WELLS. 

- MW-1S(NEW). MW-50. AND MW-140 WERE ABANDONED AND REPLACEMENT WELL 
MW-5D(NEW) WAS INSTALLED, APRIL 2005 AS RECOMMENDED IN THE FINAL LETTER 
REPORT ON THE ADDITIONAL ENVIRONMENTAL INVESTIGATION ACTIVITIES 
CONDUCTED IN JULY 2004 (REPORT}. 

-WELLS MW-21D (NEW) AND MW-15D (NEW} WERE INSTALLED TO REPLACE MW-15D 
AND MW-21D IN FEBRUARY 2006. MW-210 AND MW-150 APPEAR TO HAVE BEEN OVER 
GROUTED DURING THE APRIL 2005 PARTIAL ABANDONMENT EFFORT AND WERE NOT IN 
HYDRAULIC COMMUNICATION WITH THE AQUIFER. MW-150 AND MW-210 WERE 
ABANDONED ON FEBRUARY 9, 2006 AND APRIL 13, 2006, RESPECTIVELY. 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY 
MONITORING WELL NETWORK. MW-215 AND MW-21 D {NEW) LIE BEYOND THE T1 
BOUNDARY, HOWEVER, THEY WILL BE MONITORED UNTIL MCLs ARE OBTAINED. IN 
ADDITION, MW-22D WILL BE MONITORED FOR 1,4-DIOXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012. 

- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT 9, 2012. 
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-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR 
ON NOVEMBER 2011. 

-SOME MODIFICATIONS HAVE BEEN MADE TO THE GROUNDWATER MODELING SYSTEM 
VERSION 5.0 OUTPUT (CONTOURS) BASED ON SITE GEOLOGY AND KNOWLEDGE OF 
SITE CONDITIONS. 

INTERPRETED GROUNDWATER CONTOUR (FEET ABOVE MEAN SEA LEVEL) 
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- MW-1 S(NEW), MW-50, AND MW-140 WERE ABANDONED AND REPLACEMENT WELL MW-1. MONITORING WELLS THAT COMPRISE THE TJ BOUNDARY MONITORING WELL NETWORK. 
MW-5D(NEW) WAS INSTALLED, APRIL 2005 AS RECOMMENDED IN THE FINAL LETIER 
REPORT ON THE ADDITIONAL ENVIRONMENTAL INVESTIGATION ACTIVITIES 
CONDUCTED IN JULY 2004 (REPORT). 

-WELLS MW-210 (NEW) AND MW-150 (NEW) WERE INSTALLED TO REPLACE MW-1SD 
G AND MW-210 IN FEBRUARY 2006. MW-21DAND MW-15DAPPEAR TO HAVE BEEN OVER 

GROUTED DURING THE APRIL2005 PARTIAL ABANDONMENT EFFORT AND WERE NOT IN 
HYDRAULIC COMMUNICATION WITH THE AQUIFER. MW-150 AND MW-21 D WERE 
ABANDONED ON FEBRUARY 9, 2006 AND APRIL 13, 2006, RESPECTIVELY 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY 
MONITORING WELL NETWORK. MW-215 AND MW-21D (NEW) LIE BEYOND THE Tl 
BOUNDARY, HOWEVER. THEY WILL BE MONITORED UNTIL MCLs ARE OBTAINED IN 
ADDITION, MW-22D WILL BE MONITORED FOR 1,4-DIOXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012. 

- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT9, 2012. 
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-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR 
ON NOVEMBER 2011. 

-SOME MODIFICATIONS HAVE BEEN MADE TO THE GROUNDWATER MODELING SYSTEM 
VERSION 5.0 OUTPUT (CONTOURS) BASED ON SITE GEOLOGY AND KNOWLEDGE OF 
SITE CONDITIONS. 

LEGEND 

INTERPRETED GROUNDWATER CONTOUR (FEET ABOVE MEAN SEA LEVEL) 

INFERRED GROUNDWATER CONTOUR (FEET ABOVE MEAN SEA LEVEL) 

Tl BOUNDARY 

- RW-1, MW-68, & MW-10S ARE ACTIVE IRM SYSTEM GROUNDWATER RECOVERY WELLS. --------- PROPERTY NOT OWNED BY AMETEK 

- MW-1S(NEW), MW-5D. AND MW-140 WERE ABANDONED AND REPLACEMENT WELL 
MW-5D(NEW) WAS INSTALLED, APRIL 2005 AS RECOMMENDED IN THE FINAL LETTER 
REPORT ON THE ADDITIONAL ENVIRONMENTAL INVESTIGATION ACTIVITIES 
CONDUCTED IN JULY 2004 (REPORT). 

-WELLS MW-21D (NEW) AND MW-15D (NEW) WERE INSTALLED TO REPLACE MW-15D 
AND MW-21D IN FEBRUARY 2006. MW-21D AND MW-15D APPEAR TO HAVE BEEN OVER 
GROUTED DURING THE APRIL 2005 PARTIAL ABANDONMENT EFFORT AND WERE NOT IN 
HYDRAULIC COMMUNICATION WITH THE AQUIFER. MW-15D AND MW-21 D WERE 
ABANDONED ON FEBRUARY 9, 2006 AND APRIL 13, 2006, RESPECTIVELY. 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY 
MONITORING WELL NETWORK. MW-215 AND MW-21 D (NEW) LIE BEYOND THE Tl 
BOUNDARY, HOWEVER. THEY WILL BE MONITORED UNTIL MCLs ARE OBTAINED. IN 
ADDITION, MW-220 WILL BE MONITORED FOR 1 ,4-DIOXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012. 

- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT 9, 2012 
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NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR 
ON NOVEMBER 2011. 

-SOME MODIFICATIONS HAVE BEEN MADE TO THE GROUNDWATER MODELING SYSTEM 
VERSION 50 OUTPUT (CONTOURS) BASED ON SITE GEOLOGY AND KNOWLEDGE OF 
SITE CONDITIONS. 

- RW-1, MW-68, & MW-105 ARE ACTIVE IRM SYSTEM GROUNDWATER RECOVERY WELLS. 

- MW-1S(NEW), MW-50, AND MW-140 WERE ABANDONED AND REPLACEMENT WELL 
MW-5D(NEW) WAS INSTALLED, APRIL 2005 AS RECOMMENDED IN THE FINAL LETTER 
REPORT ON THE ADDITIONAL ENVIRONMENTAL INVESTIGATION ACTIVITIES 
CONDUCTED IN JULY 2004 (REPORT). 

-WELLS MW-210 (NEW} AND MW-15D (NEW) WERE INSTALLED TO REPLACE MW-150 
AND MW-210 IN FEBRUARY 2006. MW-210 AND MW-15D APPEAR TO HAVE BEEN OVER 
GROUTED DURING THE APRIL2005 PARTIAL ABANDONMENT EFFORT AND WERE NOT IN 
HYDRAULIC COMMUNICATION WITH THE AQUIFER MW-15D AND MW-21D WERE 
ABANDONED ON FEBRUARY 9, 2006 AND APRIL 13, 2006, RESPECTIVELY. 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY 
MONITORING WELL NETWORK. MW-215 AND MW-21D (NEW) LIE BEYOND THE Tl 
BOUNDARY, HOWEVER, THEY WILL BE MONITORED UNTIL MCLs ARE OBTAINED. IN 
ADDITION, MW-220 WILL BE MONITORED FOR 1 ,4-DIDXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012. 

- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT 9, 2012. 
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-NEW SITE WIDE BASEMAP SURVEY WAS SURVEYED BY TAYLOR WISEMAN & TAYLOR 
ON NOVEMBER 2011 

-SOME MODIFICATIONS HAVE BEEN MADE TO THE GROUNDWATER MODELING SYSTEM 
VERSION 5.0 OUTPUT (CONTOURS) BASED ON SITE GEOLOGY AND KNOWLEDGE OF 
SITE CONDITIONS. 

- RW-1, MW-68, & MW-108 ARE ACTIVE IRM SYSTEM GROUNDWATER RECOVERY WELLS. 

- MW-1S(NEW), MW-50, AND MW-140 WERE ABANDONED AND REPLACEMENT WELL 
MW-SO(NEW) WAS INSTALLED, APRIL 2005 AS RECOMMENDED IN THE FINAL LETTER 
REPORT ON THE ADDITIONAL ENVIRONMENTAL INVESTIGATION ACTIVITIES 
CONDUCTED IN JULY 2004 (REPORT). 

-WELLS MW-210 (NEW) AND MW-15D (NEW) WERE INSTALLED TO REPLACE MW-15D 
G AND MW-21D IN FEBRUARY 2006. MW-21D AND MW-15D APPEAR TO HAVE BEEN OVER 

GROUTED DURING THE APRIL 2005 PARTIAL ABANDONMENT EFFORT AND WERE NOT IN 
HYDRAULIC COMMUNICATION WITH THE AQUIFER. MW-15D AND MW-21 D WERE 
ABANDONED ON FEBRUARY 9, 2006 AND APRIL 13, 2006, RESPECTIVELY 

- Tl MONITORING WELLS DISPLAYED IN BLUE COMPRISE THE Tl BOUNDARY 
MONITORING WELL NETWORK. MW-21S AND MW-21D (NEW) LIE BEYOND THE Tl 
BOUNDARY, HOWEVER, THEY WILL BE MONITORED UNTIL MCLs ARE OBTAINED. IN 
ADDITION, MW-220 WILL BE MONITORED FOR 1,4-DIOXANE. 

-THE MAIN BUILDING AND OUT STRUCTURES WERE DEMOLISHED IN 2012. 

- PBA 10 WAS DEACTIVATED ON MARCH 23, 2007 AND REACTIVATED ON SEPT 9, 2012. 
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